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SECTION A-A

REVISIONS

DRAWN _|10:17:-90
REVISED | O1-11-01
REVISED

STD. _9-86 [Revistp

DETAILS OF CONCRETE COLLAR

FOR PRECAST BOX CULVERT

REMOVE PORTION OF EXISTING
HEADWALL DOWN TO 127 BELOW \,
FINISHED GRADE

Ya'® X 18" EXPANSION BOLTS AT
/18" CENTERS TYPICAL ALL FOUR
/ SIDES, COST INCLUDED IN THE
PROPOSED PRECAST BOX CULVERT.
e (SEE NOTE BELOW)
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PROPOSED PRECAST BOX
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SIDE VIEW END
THE CONCRETE COLLAR SHALL BE CONSIDERED TABULATION
INCLUDED IN PRECAST CONCRETE BOX CULVERT, (FOR_INFORMATION PURPOSES ONLY)
WHICH PRICE SHALL INCLUDE THE REMOVAL OF SPAN X RISE CLASS ST CONC.
SUCH PORTIONS OF THE EXISTING HEADWALLS AND L :
WINGWALLS AS MAY BE REQUIRED. CLASS SI CONCRETE 20 X 2 0.26
SHALL BE USED THROUGHOUT. 3 X2 0.30
3IX 3 0.34
4 X 2 0.36
NOTE: 4 X 3 0.39
E— X4 0.43
ANCHOR BOLTS, MEETING THE REQUIREMENTS OF 5 X 2 0.41
ARTICLE 1006.09 OF THE STANDARD SPECIFICATIONS, 5 X 3 0.45
SHALL EXTEND A MINIMUM OF 9 INCHES INTO THE 5 X 4 0.49
NEW CONCRETE. EXPANSION SHIELDS SHALL PROVIDE 6 X 2 0.47
A MINIMUM CERTIFIED PROOF LOAD OF 4080 6 X 3 0.51 <10
POUNDS. e X 0.54 -
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REVISIONS
DRAWN _|_8:15-89IREVISED [12-17-01
REVISED 5:90|REVISED

REVISED

|.8210:9Q|REVISED
-.8219-94|REVISED

PCC PAVEMENT CONNECTOR

PCC PAVEMENT CONNECTOR

PAY LIMIT OF BRIDGE
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DETAILS: BUTT JOINT; CONCRETE COLLAR FOR PRECAST

BOX CULVERT;

PCC PAVEMENT CONNECTOR




